MATERIAL : ASTM A 351 Gr. CF8M MODEL 608-F DOUBLE WINDOW SIGHT DRG.NO. : SW-130-08-001
FLOW INDICATOR WITH DRIP TUBE
HEET NO. : 1 OF 1
( FLANGE ENDS DRILLED TO DIN 2576 5 © ©

DRAWN BY : gACH" | CHECKED BY : gV

SCALE : N.T.S. DATE : 12.08.08 PN 16 RF SERRATED ) REVISION : 00
PARTS LIST
— — REF.
NO. PART NAME MATERIAL COMMENTS
1 | BODY INVESTMENT CAST TO ASTM A 351 Gr. CF&M
2 | COVER PLATE INVESTMENT CAST TO ASTM A 351 Gr. CF8M
X 3 | aLass ILMADUR GERMANY TOUGHENED BOROSILICATE
+ AS PER DIN 7080
4 | SEALING PTFE
5 | CUSHION ARAMID ( NON- ASBESTOS )
6 | BOLT & NUTS A2 70
GLASS NO. OF
SIZE A VIEW |GLASS@| “fa° | @B | ¢ | PCD | @D E | Noigs | QT
15 130 25 40 12 95 | 14 65 45 2 4 3
@ 20 150 45 60 10 | 105 | 16 75 58 2 4 9
@ . 25 160 45 60 10 | 115 | 16 85 68 2 4 25
@ 40 200 63 80 12 | 150 | 16 | 110 88 2 4 5
@ 50 230 80 100 15 | 165 | 18 | 125 102 2 4 15
D P.C.D @B
65 290 100 | 125 20 | 185 | 18 | 145 122 2 4 3
80 310 100 | 125 20 | 200 |20 | 160 138 2 8 5
1 100 350 125 | 150 25 | 220 | 20 | 180 158 2 8 5
Client : M/s AFD Armaturen Fertigungs-und Dienstleistungs Gmbh
W.O. No.: 130/08 Dt. 12.08.08
Ais Finish : Electropolished For Enhanced Corrosion Resistance
Process Connection : Flanged ends drilled to DIN 2576 PN 16 RF Serrated

SECTION X-X Hydraulic Test Pressure : 24 bar (g)
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